
 

 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

   

 
 
 
 
The lightning flash with the arrowhead symbol, 
within an equilateral triangle, is intended to alert the 
user to the presence of uninsulated ’’dangerous 
voltage’’ within the products enclosure that maybe 
of sufficient magnitude to constitute a risk of electric 
shock to persons. 

CAUTION! 
RISK OF ELECTRIC SHOCK 

DO NOT OPEN! 

WARNING! 

TO PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS PRODUCT TO RAIN OR 
MOISTURE. 

 
 
 
 
 
The exclamation point, within an equilateral 
triangle, is intended to alert the user to the 
presence of important operating and 
maintenance (servicing) instructions in the 
literature accompanying the products.  

! 

WARNING! 

This equipment generates, uses and can radiate radio frequency energy and if not installed and used in 
accordance with the instructions in this manual, may cause interference to radio communications. It has been 
tested and found to comply with the limits for a Class A computing device pursuant to subpart J of part 15 of 
FCC rules which are designed to provide reasonable protection against such interference when operated in a 
commercial environment. This equipment has also been tested and found to comply with the requirements 
for a CE Class A device safety standards. 
Operation of this equipment in a residential area may cause interference, in which case the user is required to 
take all measures are necessary, at the user’s expense, to correct the interference. 

! 





 

 

1. General Introduction 

This control keyboard is 100% integrated with our full range CCTV series, or other products that are compatible with the 
DSCP protocol. Equipped with the most sophisticated control protocols, this high-tech keyboard will greatly enhance the 
efficiency of the overall CCTV system. It also effectively integrates our Triplex Multiplexer, High Speed Dome Camera and 
other CCTV devices into one powerful yet user-friendly solution.    

Developed with the most advance data communication protocol-DSCP, this control keyboard is able to automatically detect 
peripheral devices for their model and capability.   Together with advanced system integrating technology and user-friendly 
design, it provides real-time operating environment for monitoring and controlling in a multiple devices surveillance system. 
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